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Verification Certificate

No. VC 651025

First Issued: 28/06/2016 Latest Issue: 19/07/2016 Expiry Date: 29/04/2018

Page: 1 of 4

This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.

To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Gro



Verification Certificate

No. VC 651025

Manufacturing Location’s: Kyushi Denshi Co., Ltd

89 Nagasaki,
Shiranui-machi,
Uki-shi,

Kumamoto 869-0562,

Japan

Microwave & Optical Semiconductors Taiwan Co., Ltd

587 Gao Shu Road,

Yangmei,
Taoyuan,
Taiwan,
R.O.C.

Type Test Report Number: 8499067

Optocoupler types PS2701-1, PS2701A-1, PS2702-1, PS2703-1, PS2705-1, PS2706-1 and PS2733-1

As rated below:

Insulation system:

Mains supply voltage:

Peak working voltage:

Pollution degree:

Overvoltage category:
Flammability category:
Sub-clause 6.4.5.2 (Clause S.1):
Maximum operating temperature:

WO N R W

First Issued: 28/06/2016 Latest Issue: 19/07/2016

Hygroscopic/asbestos/natural rubber materials used:

None
Basic/Supplementary
300 Vrm.s

700 V

2

II

V-0

Pass

100 °C

Expiry Date: 29/04/2018
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This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United

Kingdom and should be returned immediately upon request.

To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.

A member of BSI Group of Companies.



Verification Certificate

No. VC 651025
Optocoupler type PS2761B-1

As rated below:

Insulation system:

Mains supply voltage:

Peak working voltage:

Pollution degree:

Overvoltage category:
Flammability category:
Sub-clause 6.4.5.2 (Clause S.1):
Maximum operating temperature:

0 PNV h W

Hygroscopic/asbestos/natural rubber materials used:

None
Reinforced
<300V rm.s
350V

2

II

V-0

Pass

110 °C

Optocoupler types PS2801-1, PS2801-4, PS2802-1, PS2802-4, PS2805-1, PS2805-4, PS2806-1,

PS2806-4, PS2801C-1 and PS2805C-1

As rated below:

Insulation system:

Mains supply voltage:

Peak working voltage:

Pollution degree:

Overvoltage category:
Flammability category:
Sub-clause 6.4.5.2 (Clause S.1):
Maximum operating temperature:

W O N AW

First Issued: 28/06/2016

Hygroscopic/asbestos/natural rubber materials used:

Latest Issue: 19/07/2016

None
Basic/Supplementary
300 Vrm.s

630V

2

II

V-0

Pass

100 °C

Expiry Date: 29/04/2018
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This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United

Kingdom and should be returned immediately upon request.

To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.

A member of BSI Group of Companies.



Verification Certificate

No. VC 651025
Optocoupler type PS2861B-1

As rated below:

1. Hygroscopic/asbestos/natural rubber materials used: None

2. Insulation system: Reinforced

3. Mains supply voltage: <300V rm.s
4, Peak working voltage: 350 vV

5. Pollution degree: 2

6. Overvoltage category: II

7. Flammability category: V-0

8. Sub-clause 6.4.5.2 (Clause S.1): Pass

0. Maximum operating temperature: 110 °C

Note: This revised certificate has been transferred from previous certificates ref 9045 & 9050 as a
transition to a new Verification Certificate Number VC 651025, and to correct the Insulation
system from Basic to Basic/Supplementary on the Optocoupler types PS2801-1, PS2801-4,
PS2802-1, PS2802-4, PS2805-1, PS2805-4, PS2806-1, PS2806-4, PS2801C-1 and PS2805C-1.

Only the dlient is authorised to copy or distribute this verification. Any use of the BSI name or one of its marks
for the sale or advertisement of the tested material, product or service must be first approved in writing by BSI.
The issue of this certificate does not indicate any measure of Approval, Certification, Supervision, Control or
Surveillance by BSI of any related product.

First Issued: 28/06/2016 Latest Issue: 19/07/2016 Expiry Date: 29/04/2018
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This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.



